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SITEWORK & ERECTION PROCEDURE
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STANDARD INSPECTION DOORS 007-M-0173

087-M-2870,2871,2873,2874 &2911

CONJUNCTION WITH DRG NoS:-

THIS DRAWING TO BE READ IN 

ERECTION NOTES

DRAINAGE SLOPES TO FLOORS. 

NOMINAL REFERENCE DIMS ONLY NOTE

4) DIMS GIVEN TO EXISTING CONCRETE ARE

 

IMPERIAL LEVELS

DIRECT CONVERSIONS FROM ORIGINAL

ALL LEVELS GIVEN IN METRES & ARE 

3) ALL DIMS GIVEN IN MILLIMETRES.

 

PRIOR TO COMMENCING INSTALLATION

2) SITE CHECK ALL RELEVANT DIMENSIONS

 

FOR SUGGESTED ERECTION PROCEDURE

1) REFER DRAWING NUMBER 087-M-2881.
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TRELLEX COVER COMPRISES:-

26.9 0/D x 3.2THK PIPE COLLARS & SOCKETS.

<20 M.S. ROD TRELLEX SUPPORT BARS @ 540 CRS.

6THK STIFFENERS TO FRAME.

75 x 75 x 6 ANGLE & EX 125 x 75 x 6 ANGLE SUPPORT FRAME.

<10 M.S. ROD ON 75 x 3FL FLANGE PLATES.

2mm THK TRELLEX CLOTH WITH TRELLEX GRIP STRIP No14.

20 I.P.'S
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ENLARGED DETAIL

BEAR WHIP CLEANER

BEYOND

FLAP

CLEANER INSPECTION

COMPRISES:-

300 HIGH x 450 WIDE OPENING

FRAME TO CHUTE PLATES.

WELD 30 x 30 x 5 ANGLE 

ASSEMBLY.

"MARTIN" CYA 2301218 DOOR
U
.N
.O
.

>

A
B

O
U

T

C
H

U
T

E
 
S

Y
M

M
.

9
5

9
5

NEW COMPONENTS LIST

DETAIL
DRG No

COMPONENT

087-M-2888

087-M-2889

087-M-2890

087-M-2890

087-M-2891

087-M-2893

087-M-2895

087-M-2896

087-M-2898

087-M-2899

087-M-2900

087-M-2897

001-M-0608

REAR TRANSITION CHUTE.

FRONT TRANSITION CHUTE.

DRIVE SIDE LOWER HEADCHUTE.

FRONT UPPER HEADCHUTE.

NON-DRIVE SIDE LOWER HEADCHUTE.

REAR UPPER HEADCHUTE.

FRONT CHUTE PANEL.

TRELLEX LID SUPPORT FRAME.

IMPACT PLATE.

DUST EXTRACTION HOOD.

DUST EXTRACTION DUCT ASSEMBLY.

BEAR WHIP BELT CLEANER.

BELT INSTALLATION RETURN IDLER. 

GENERAL FABRICATION NOTES :-

& SPECIFICATIONS.

AUSTRALIAN STANDARDS & B.H.P. I.O. STANDARDS

1) FABRICATION TO COMPLY WITH ALL RELEVANT

BOLTS. (EXCLUDING IMPACT PLATE & DUCT WORK).

CHUTE TO SITE ASSEMBLED WITH  FINGER TIGHT

2) FABRICATOR TO TRIAL ASSEMBLE & TRANSPORT

STIFFENERS TO BE 75 x 10FL @ 450 NOM. CRS U.N.O.

3) CHUTE & FLANGE PLATES TO BE 10THK U.N.O.

         WELD 150 BOTH SIDES @ ENDS. 

STIFFENERS -WELD 150 MISS 150 STAGGERED

                   WELD 100 MISS 200 I/S.

CHUTE & FLANGE PLATES -WELD CONT. O/S,

4) ALL WELDING TO BE 6mm FILLET WELD U.N.O.

SPEC. 000-S-0061 SYSTEM PF/1A.

5) SURFACE TREATMENT TO COMPLY WITH B.H.P. I.O.

FLANGE AS REQUIRED.

REMOVE BLINDING CONCRETE AROUND

 

CHEMSET ANCHORS TO CONCRETE

10No <24 HOLES FOR M20

16THK SUPPORT FLANGE WITH

ADJUSTABLE IMPACT PLATE

REFER DRG No:- 087-M-2873

BELT INSTALLATION IDLER

REFER DRG No:-087-M-2873 &001-M-0608

DUST EXTRACTION HOOD

REFER DRG No:- 087-M-2873

REAR UPPER HEADCHUTE

2No 600 x 600 INSPECTION DOORS

RUBBER CURTAIN &

COMPLETE WITH:-

BEAR WHIP 2000 CLEANER

SITE INSTALLED

EXISTING CONV. P1 <946 HEAD PULLEY

DUST EXTRACTION DUCT

REFER DRG No:- 087-M-2873

FRONT UPPER HEADCHUTE

2No 600 x 900 INSPECTION DOORS

COMPLETE WITH :-

LOWER HEADCHUTES

300 x 450 OPENING

"MARTIN" CYA INSPECTION FLAPS

COMPLETE WITH :-

FRONT TRANSITION CHUTE

REAR TRANSITION CHUTE

TRANSFER CHUTE

LINED WITH 12THK U.H.M.W.P.E.

REFER DRG No:- 087-M-2874

001-M-0608CONV. P1 RETURN IDLER 

CLASS 8.8 BOLTS @ MAX 250 C/CRS U.N.O.

6) ALL FLANGE HOLES TO BE <18 FOR M16

INSPECTION DOORS.

51 2347 TRANSITION & TRANSFER CHUTE I.P.'S
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H & B Mining: “The Experts in Conveyor Skirts” 

H & B Mining design and supply a range of “Easy Maintenance” conveyor transfer products to the Australian 
mining industry with the aim of providing a safer, easier to maintain and more efficient working environment 
at conveyor transfer points.   

H & B Mining was established in April 1993 with the promise of providing a standalone conveyor design 
service tailored to accommodate the mines of Australia. After witnessing maintenance crews struggling to 
maintain and change out poorly designed products for conveyor transfers H & B decided to expand its 
portfolio by developing its own range of ‘Easy Maintenance Products’ for conveyor transfer points including: 
conveyor idlers, conveyor skirting systems, hinged dust covers, conveyor guards, conveyor diversion 
plough, streamline conveyor transfer design and the retractable loading boot. 

The “Easy Maintenance” conveyor product range harnesses H & B’s vast experience in the field along with 
the innovative design technology nurtured over the years within the H & B design team. The Australian 
mining industry has benefited from H & B’s toil, witnessing enhanced overall productivity, reduced shutdown 
time and improved safety whilst gaining cost effective mining conveyor operations.  H & B Mining products 
have been installed as mine standard by Rio Tinto, BHP Billiton, Roy Hill and FMG, amongst others. 

H & B Mining has an in-house design team specialising in materials handling projects for new and/or existing 
mines. The design work produced by H & B Mining incorporates mechanical, structural and civil engineering 
along with drafting at competitive rates.H & B’s in-house design team have collaborated over the years and 
collectively contributed to the development of the easy maintenance product range. The team specialises in 
conveyor transfer upgrades and materials handling projects but have also handled numerous structural, 
mechanical and civil projects over the years. Whilst being able to offer a service where design work can be 
tailored to suit each clients needs, H & B can also offer their innovative development service.H & B have helped 
clients develop new designs to incorporate safe and simple operation and maintenance procedures to suit the 
clients required applications and on site conditions. H & B’s team are continuously reviewing existing designs that 
are regarded as standards in the Australian mining industry, and exploring ways to improve, simplify and make a 
safer working environment for all maintenance teams. 

 

Head Office 
7 Tahiti Lane, Hillarys, Perth, 
Western Australia 
Phone: (08) 9403 2993 
 
Email: info@handbmining.com.au 

www.handbmining.com.au 

 
 

http://www.handbmining.com.au/

